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Transmitter Tester
The Transmitter Tester (PN 9450-0050 or PN 9000-1000) is a device that is used to check the operation of 
each Transmitter. You must test all transmitters prior to use to verify proper operation. 

1.   Verify that the warranty expiration date that is stamped on the transmitter is not expired.

2.   Visually inspect the transmitter for damage or loose parts.

3.   Test the operation of the transmitter using the transmitter tester. The transmitter tester will detect 
whether or not a transmitter is emitting a signal, but cannot indicate the strength of the signal.   

a.   Place the transmitter tester directly on the transmitter.

b.   Press and hold the button on the left side of the 
transmitter tester. 

c.   The device beeps once when you initially press the 
button.

d.   While holding the button in, the indicator light flashes 
and a tone sounds once per second. Wait for at least 3 
flashes of the indicator light and 3 tones from the 
transmitter tester to verify that the transmitter is 
functioning correctly.

e.   If the transmitter fails this test, check the battery in the 
tester. The transmitter tester requires a 9V battery. 

f.   Retest the transmitter. If it fails a second time, DO NOT USE THE TRANSMITTER and 
contact RF Technologies Technical Support Team at (800)669-9946 or (262) 790-1771.

4.   Test the signal strength of the transmitter

a.   Physically enter an Exit Zone with the transmitter and walk through the door

b.   An alarm must occur when the transmitter is within 4-feet of the monitored door. If applicable, 
the door also locks.

c.   If an alarm does not occur, DO NOT USE THE TRANSMITTER and contact RF 
Technologies Technical Support Team at (800)669-9946 or (262) 790-1771.

WARNING: Do not use the transmitter tester on a transmitter with an 
expiration date that has expired. Results may not be accurate. Do not use a 
transmitter beyond its expiration date.

CAUTION: Failure to test the transmitters before use can result in system 
failure and/or an elopement. In addition, failure to test transmitters voids the RF 
Technologies’ Product Warranty.
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Required weekly testing for transmitters in use 

Transmitters in use must be tested at least weekly.

1.   Test the operation of transmitters in use weekly using the transmitter tester.

2.   Visually inspect transmitters in use weekly for damage or loose parts.

3.   Verify on a weekly basis that the warranty expiration date stamped on transmitters in use has not 
expired. If the warranty period has expired, discard and replace the transmitter 
immediately.

Your facility must keep records of test and transmitter inspection completions, as well as transmitter warranty 
expiration dates.
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